


Specifications
Ranges
Available Pressure

PSIG: -12 to 30 PSI /-0.8 to 2 bar (electric pump)
-12 to 150 PSI /-0.8 to 10 bar (electric pump)
-12 to 300 PSI / -0.8 to 20 bar (manual pump)

mA 0 to 24 mA, max, load 1000 Ohms
RTD Pt100, -50 to 150˚C
Engineering Units

psi, bar, mbar, kPa, kgcm2, cmH2O@4°C, cmH2O@20°C,
mH2O@4°C, mH2O@20°C, inH2O@4°C, inH2O@20°C,
inH2O@60°F, mmHg@0°C, inHg@0°C, ftH2O@4°C,
ftH2O@20°C, ftH2O@60°F

Instrument Power Supply 24 VDC at 24 mA
Accuracy
Pressure

±0.025% of full scale on internal sensor module dependent for
external sensors
Add 0.005% FS/˚C outside of 15 to 35˚C

mA ±0.015% of reading ± 2 counts
(simulation and measurement)

Volts ±0.015% of reading ± 2 counts
(measurement only)

Temperature ±0.1°C (0.2°F) (measurement only)
(Pt100 RTD)

General
Integrated internal electrically operated pneumatic pump:

generates -12 PSI to 150 PSI pressure
(-0.8 to 10 Bar, -8 to 100 kPa)

Manual pump version -12 to 300 PSI / -0.8 to 20 Bar
Environmental

Operating Temperature -10 °C to +50 °C
Storage Temperature -20 °C to +60 °C

Power Requirements
Battery Eight (8) standard Alkaline AA batteries
Battery Life 300 pump cycles to 150 PSI minimum

1000 pump cycles to 30 PSI
Physical

Dimensions 8” high x 4” wide x 2-3/8” deep
(20 cm x 10 cm x 6 cm)

Weight 2.5 pounds (1.2 kg)
Connections

Pressure: 1/8” female NPT
Electrical: standard banana jacks
RTD: 4 pin LEMO style
External module: 6 pin LEMO style

Included Accessories - NIST traceable calibration certificate,
batteries installed, test leads, test hose fittings, user guide,
carrying case.
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BetaGauge 330

BETAGAUGE 330 Hand Held
Pressure Calibrator with
Integral Electric Pressure Pump

A Pt100 RTD input is provided for temperature
measurements accurate to ±0.1 °C (0.2 °F).
In addition, the BetaGauge 330 measures and
simulates 4-20 mA loop current signals. It
can measure up to 30 VDC. An internal
24 VDC Instrument Power Supply
supplies power to a transmitter under
test.

Like its calibrator siblings, the
330 displays up to 3 calibration
values at one time from the
choice of internal pressure
sensor, external pressure
sensor, temperature from the
optional RTD probe or
electrical (mA or VDC). The
display is a large back lit graphics
style LCD that’s easy to read in any lighting condition.

The new BetaGauge 330 Pressure Calibrator provides a number of convenience
features. Switch test can be performed on internal or external pressure input.
Percent (%) Error and damping functions are provided. Up to five frequently
used setups can be stored and retrieved with one button recall.

The compact, rugged design operates on eight (8) standard AA Alkaline batteries.
Due to the power saving designs incorporated in the BetaGauge 330, it can perform
approximately 300 calibration cycles to 150 PSI on one set of batteries.

The 330 comes in 3 ranges of 30 PSI, 150 PSI and 300 PSI. The 300 PSI version
uses a manually operated handpump.

Like all Martel calibrators, the BetaGauge 330 comes from the factory ready to
go to work with batteries installed, NIST traceable calibration certificate, test leads,
carrying case and user manual.


